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Bid Specifications: 
Dexter Community Schools is accepting proposals and bids for Band Uniforms, as set forth in 

the following specifications.   

 

All purchases are to be exempt from all taxes, including state and federal taxes. A Michigan 

Sales Tax Exemption Certificate is available on the District website or will be furnished upon 

request. 

 

This request for proposal shall be posted on the District website for a minimum duration through 

the Proposal Due Date. From www.dexterschools.org follow the links to Departments � 

Business Office � Purchasing � Bids/RFP. 

 

Proposal: 

Please submit a complete proposal for Band Uniforms, as set forth in the Request for Proposal, 

by the Proposal Due Date.  Please complete and include the Vendor Proposal Summary and 

Vendor Deviation From with your proposal.  Also provide a company bio, and include 5 

references that are presently wearing band uniforms manufactured by your company within the 

past 3 years.  All mailing, shipping, emailing, or delivery of proposals should be addressed to the 

Bid Contact. No verbal or faxed proposals will be considered.  

 

 



The vendor affirms that there is no direct or indirect business relationship between this firm and 

any of its employees, with any member of the Dexter Community Schools Board of Education or 

any school district employee in a position of influence and there is no conflict of interest. 

 

Awarding Contract: 

After the technical qualities have been evaluated, cost and other considerations will be evaluated. 

Once all factors have been evaluated, the vendor that is most qualified and reasonable in cost 

will be recommended. The responsible District administrator (or the Board of Education, when 

required by Board Policy) will authorize awarding the contract. 

 

Orders or contracts will be awarded to the lowest bidder. However, consideration can be given to 

the quality of items to be supplied, its conformity with specifications, for reasons of establishing 

uniformity, suitability to the requirements of the school, delivery terms, and past performance of 

vendor. 

 

Contracts for professional, technical and consultant services shall be awarded on the basis of an 

analysis of the quality of the service and may be based on the presence of a continuing 

relationship with the provider. 

 

Whenever goods and services are of comparable quality and cost, qualified local businesses shall 

be given preference. A qualified local business is defined as one whose principal place of 

business is located within the geographic boundaries of the school district. 

 

The District reserves the right to reject any or all proposals, to waive any informalities, 

irregularities or technical defects in proposals, and unless otherwise specified by the District to 

accept any item or groups of items in the proposal, as may be in the best interest of the District. 

The District retains the right to qualify or disqualify vendors on the basis of available 

information pertaining to their service and/or the suitability of the goods and services proposed. 

No bid shall be accepted from or contracted to any person who is in arrears to the District upon 

debt through contract or purchase, or who is the defaulter of security or otherwise upon an 

obligation to the District, or who shall in other respects be disqualified.  

 

All prices proposed by the vendor must be firm for 180 days from the due date of the proposal. 



 
Summary: 

Dexter Community Schools is requesting proposals for the following Band Uniform 

components:   

1. Band Coats 

2. Band Bib Trousers 

3. Band Shakos 

4. Band Plumes 

5. Color Guard Pants 

6. Color Guard Tops 

7. Color Guard Tunics 

8. Concert Tux Coats 

9. Concert Tux Trousers 

10. Drum Major Uniforms 

11. Parade Banner 

12. Garment Bags 

13. Uniform Inventory Management System 

 

General Expectations: 

The purchase of band uniforms is a major commitment by the school district and is done only 

once every 20 or so years.  As such, we will only purchase band uniforms of the highest quality 

materials, components, and detailing that yields the most durable and functional garment. 

 

Warranty: 

The proposal must include specific warranty information for each uniform component, both 

material and labor warranty.  The vendor shall warrant all uniform components for a period of at 

least 20 years against defects in design, materials, and workmanship.  The warranty period shall 

start on the delivery date of all components, and during such warranty period all costs for 

material and labor for repairs shall be borne by the vendor.  Any deviation from this warranty 

specification must be identified in detail on the Vendor Deviation Form. 

 

Care of Uniform Components: 
The manufacturers’ recommended care and cleaning instructions for each uniform component 

must be supplied upon delivery.  We intend to comply with the manufacturers’ recommended 

care and cleaning instructions for each uniform component in order to assure longevity of all 

uniform components and to protect our investment. 

 

Vendor Contact: 

Vendor is to assign an on site representative to handle all details of the order.  This includes 

designing, measuring, and servicing the order throughout the sale and delivery.  In addition, the 

vendor contact shall provide ongoing customer support throughout the warranty period.  The 

vendor shall notify the customer when representation changes.  Please provide the name, address, 

email, and phone number of the representative contact in the proposal. 

 

 

 



Samples: 

Please do not send a uniform sample with your proposal.  Only if requested, the bidder will be 

required to provide a uniform sample within 10 business days. 

 

Quality Control and Shipping: 

All components are to be carefully inspected before final packing and shipment and any quality 

issues corrected. 

 

All uniform components should be packed and shipped in a manner that appropriately protects 

each component.  Each component and storage container must be properly marked on the outside 

with identification numbers of the uniforms contained in that specific carton.  All uniform 

components should arrive ready-to-wear, without the need for pressing or other preparation. 

 

Uniform Labels: 

Each major uniform component is to have an identification number and sizing sewn into the 

individual piece.  The identification and sizing labeling must be permanently affixed and provide 

permanent identification and sizing reference that will not wear off, become illegible, or fall off 

through normal wear and cleaning methods.  Trousers are to identify inseam and waist, coats are 

to include chest size and length. 

 

The original order is to include a printed list or bound booklet of all identification numbers and 

corresponding sizes.  Include a size chart for use in fitting height, weight, size, and inseam. 

 

Fabric Specifications: 

Before manufacturing, fabric swatches are to be submitted and properly labeled to include 

weight, composition, lot number, and shade number.  Vendor shall obtain written approval by the 

District prior to the start of the manufacturing process. 

 

1. Dacron/Wool Materials 

This material, when specified, refers to material containing 55% Dacron Polyester and 45% 

Wool.  Only first quality materials, without flaws or imperfections, will be acceptable.  Mill 

weight and specific shades are found in the Uniform Style Specifications. 

 

Any dacron/wool blend fabric must be finished with crease retention and stain resistant 

treatments, thus protecting the material against both oil and water-based stains, as well as 

assuring the best possible crease retention. 

 

Any dacron/wool blend fabric must be treated with a process to insure water-repellency and to 

provide additional resistance to wear by abrasion.  This process must be applied by the 

immersion method and spray-on treatments are not acceptable. 

 

Any dacron/wool blend fabric must receive treatment with a nationally known and recognized 

process ensuring warranty against moth or silverfish damage.  This process must be applied by 

the immersion method and spray-on treatments are not acceptable. 

 



Any dacron/wool blend fabric must have undergone a fabric stabilization process to prevent 

shrinkage prior to the manufacture of the uniforms.  Fabric stabilizing process must be cold 

water and alcohol sponged, decated and inspected.  As dacron/wool garments having not 

undergone such processing can experience significant and excessive shrinkage, certification by 

the company providing the stabilization process must be included with delivery of the uniforms. 

 

2. Woolen Materials 

This material, when specified, refers to Premium Quality 100% tropical worsted wool.  Only first 

quality materials, without flaws or imperfections, will be acceptable.  Specific shades are found 

in the Uniform Style Specifications.   

 

Woolen material must be treated with a process to insure water-repellency and to provide 

additional resistance to wear by abrasion.  This process must be applied by the immersion 

method and spray-on treatments are not acceptable. 

 

Woolen material must receive treatment with a nationally known and recognized process 

ensuring warranty against moth or silverfish damage.  This process must be applied by the 

immersion method and spray-on treatments are not acceptable. 

 

Woolen material must undergo an appropriate stabilization processes to ensure the fabric meets 

the United States Standard Shrinkage Specifications of not more than 1%.  As wool garments 

having not undergone such processing can experience significant and excessive shrinkage, 

certification by the company providing the stabilization process must be included with delivery. 

 

3. Other Materials 

Only first quality materials, without flaws or imperfections, will be acceptable.  Mill weight and 

specific shades for other materials are found in the Uniform Style Specifications. 



Band Uniform Specifications: 

 

1.Band Coats 

 

Style Specifications - Band Coats 

Quantity:    250 

Band Type:   Band 

Style:    Waist Length 

Fabric:    100% Polyester - 14 1/2 oz. 

Shade:    9123 White 

Closure:    Right side concealed zipper closure with (3) snaps to secure flap. 

 

Coat Front 

Traditional. Single point in front. Coat front in 9123 White Polyester. Set evenly down the 

coat front, (5) 7TD-C West Point designs consisting of two rows of 1/4" 2474-0115 Wine 

braid ending in a cloverleaf design at each end. Designs filled with 5/8" welts of 4604 Gold 

Polyester. Set at each trefoil design, 36/Gilt Lyre button attached with disc and rings - 10 

total buttons.  

 

Coat Back/Tails 

Fabric:    6938, Shade: 9123 

Coat back in all 9123 White Polyester. Slight point at center back. Simulate the back body 

seams with 1/4" V480 Gold 2474 braid. Set vertically down the center back, 2-1/2" tall Full 

Block direct embroidered letters "DEXTER" in Maroon with gold outline.  

 

Coat Collar 

Hard Collar of 65375 Maroon Dac/Wool. Collar trimmed with 1/4" welt of 6938-4604 Gold 

Polyester set in 1/4" from around top and down front.  

 

Shoulder Loops 

Sh. Loops of 65375 Maroon Dac/Wool. Loops trimmed with 1/4" welt of 6938-4604 Gold 

Polyester set in 1/8" from edge all around the loop. Loops to close with 24/Gilt Lyre buttons.  

 

Shoulder Trim 

Set in an arc on both shoulders, 5/8" Plain Block direct embroidered letters "DEXTER" with 

letters "DREADNAUGHTS" in a straight line below. All letters in V480 gold.  

 

Sleeve Trim 

Set up 3" from the finished cuff, 1-1/4" inverted "V" welt of 6938-9123 White Polyester 

edged on each side with 1/4" V480 Gold 2474 braid, with the top row of braid to form an 

elongated trefoil. 



Construction Specifications - Band Coats 

Patterns 

Patterns must offer separate male and female versions and are to be graded, marked, and cut 

using a computerized system to ensure appropriate fit.  Patterns are to cover a full range of 

sizes, at a minimum including short, regular, long, and extra long from size 26 to 60.  The 

vendor will provide uniform sizes based upon standard industry statistical data tables. 
 

Interlining 

The interlining is to consist of multiple layers to provide superior shaping, reinforcement and 

added resilience to the chest and shoulder area of the coat throughout the duration of the 

specified warranty. 

 

Shoulder Pads and Sleeve Head Pads 

Shoulder pads and sleeve head pads are to consist of high quality materials that are covered 

with fabric.  The pads must be of a composition that provides long lasting resiliency and 

bounce throughout the duration of the specified warranty.  Stitching must prevent wadding 

and provide functionality and durability throughout the duration of the specified warranty.  

Please specify the size, style, materials, and construction of shoulder pads and sleeve head 

pads in your proposal. 

 

Lining 

Coat linings are to be computer graded, marked and cut from a separate set of patterns 

designed specifically to fit the particular style of coat.  Linings are not to be cut from coat 

patterns and then cut down.  Lining material is to be the highest quality 100% polyester twill; 

non-toxic, perspiration resistant, color fast, and non-shrinkable.  It is to be fully dry-

cleanable. 

 

There is a pleat down the center back in the shoulder area to allow fullness.  The lining is 

sewn and or tacked around the armhole.  The sleeve lining is to be constructed in a manner 

that allows maximum fullness, evenness, flexibility, and strength.  The bottom half of the 

armhole is to be stitched for added strength in this high stress area. 

 

Lining cut and construction is to provide functionality and durability throughout the duration 

of the specified warranty.  Please specify lining details in your proposal.  

 

Perspiration Shield  

A perspiration shield made of an absorbent 100% wool flannel and approximately 4” square 

is to be secured in the lower part of the armhole.  It is to be double sponged to prevent 

shrinkage, edged all around with a pre-shrunk bias poly/cotton finishing tape and sewn into 

the armhole area in a manner to provide functionality and durability throughout the duration 

of the specified warranty.  Please specify perspiration shield details in your proposal. 

 

Pockets 
All inside pockets are to be cut, sewn, and turned automatically and reinforced with a Binder 

Bonded sew-in non-woven fabric.  Pockets are to be constructed with hidden inside bar tacks 

with welts of the same outer fabric as the coat.  There is approximately a 1 1/2" fabric 



extension down into the pocket, from the opening edges.  Pocket is to be "bagged" with no 

open seams at the bottom.  Pockets made of lining or lightweight material are not acceptable.  

Pocket materials, cut, and construction is to provide functionality and durability throughout 

the duration of the specified warranty.  Please specify pocket details in your proposal.  

 

Taping 

Seams that are subject to usual stress are to be taped with a natural preshrunk cross-wound 

100% cotton tailoring tape.  Areas to be taped are down the inside coat front, extending 

around bottom sides and back, and around the armhole.  There must be a 3-4” area at the 

upper back shoulder area of each sleeve seam, where the cloth tape is omitted to allow for 

proper “stretch” across the shoulders during arm lift maneuvers. Taping is to provide 

functionality and durability throughout the duration of the specified warranty.  Please specify 

taping details in your proposal.  

 

Sleeves 
The sleeves are cut and sewn in such a manner to ensure an accommodating fit, functionality, 

and durability throughout the duration of the specified warranty.  Sleeve construction must 

allow for the arm-lift associated with playing an instrument, and have a minimum ½” seam 

allowance to provide ample fabric for alteration.  The cuff hem is to have a minimum 2 ½” 

turn-under consisting of fabric and lining secured and constructed to allow easy altering of 

sleeve length.  Please specify sleeve pattern type and seam details in your proposal. 

  

Shoulder Loops 

Please refer to the Style Specifications – Band Coats for shoulder loop color, material, and 

placement requirements.  Shoulder loops are to be cut and reinforced to ensure uniformity 

and durability.  Please specify should loop construction details in your proposal. 

 

Trim 

Please refer to the Style Specifications – Band Coats for shoulder and sleeve trim color, 

material, and placement requirements.  All trim should be cut in a manner to insure 

uniformity, and reinforced and applied in such a way that durability can be maintained 

throughout the duration of the specified warranty.   

 

Coat Collar 

Please refer to Style Specifications – Band Coats for fabric content and shade information.  

Collar construction should consist of multi layers of high quality materials, constructed in a 

manner that provides a dimensionally stable garment without the use of hard plastics, wire, 

vinyl welting or piping, or any other material that could cause injury to the coat and 

discomfort to the wearer.   

 

A stainless steel double riveted eyelet and hook and eye is to be the front closure, placed at 

the optimum angle to insure proper tension and comfort.  A “sewn” hook and eye is not 

acceptable. 

 



The collar lining used should be washable and treated to repel stains and soil. Each liner is to 

be sized to corresponding collar and numbered to match coat size. 

 

Collar construction should provide durability, functionality, and comfort to the wearer 

throughout the duration of the specified warranty.  Please provide coat collar details in your 

proposal. 

 

Seams 

Coat is to be completely machine stitched except in areas where specific hand sewn 

operations are required.  The ends of all seams are to be back tacked.  Coat back is 

constructed to facilitate insertion of contrasting color panels, trim, etc.  Seams should be cut 

and stitched to provide functionality and durability throughout the duration of the specified 

warranty. 

 
Thread 

All threads are to be heat resistant, vat dyed, sun-fast, dry-cleanable, and moisture proof.  All 

threads should meet strength requirements of the type of seam and provide functionality and 

durability throughout the duration of the specified warranty.  Please provide thread details in 

your proposal.  

 

Buttons / Buttonholes 

Buttons must be high-quality metal buttons that will not rust or tarnish and are to be attached 

with a method that does not damage the underlying fabric layers so that functionality and 

durability will be maintained throughout the duration of the specified warranty. 

 

Buttonholes are to be manufactured using industry superior methods to provide stability and 

longevity for the duration of the warranty. 

  

Zippers 

Zipper must be a high quality, heavy-duty #5 brass with an auto-locking pull-slide. 

 

Zipper quality and construction is to provide functionality and durability throughout the 

duration of the specified warranty.  

 

 



 

2.Band Bib Trousers 

 

Style Specifications - Band Bib Trousers 

Quantity:     250 

Band Type:    Band 

Style:     Bib Trousers 

Fabric:     55% Dacron/45% Wool - 14-14 1/2 oz. 

Shade:     65375 Maroon 

Lining:     Unlined 

Pockets:     Inserted welted reece pocket. 

4-Way Reinforced Crotch:  Yes 

French Fly:    Yes 

Woven ID Numeral:   Yes 

Description:    Permacrease in trouser legs. 

1/2" welt of 9123 White Polyester piped with V480 gold 

3186 piping cord. 

 

Construction Specifications - Band Bib Trousers 

Patterns 

Patterns must offer separate male and female versions.  No unisex bib trouser patterns are 

acceptable.  Bib trousers will be cut in a full-length pattern, allowing extra fullness at the 

waist area to accommodate a generous fit throughout the range of sizes.  There shall be two 

darts in the seat and waist area. 

 

Patterns are to cover a full range of sizes, at a minimum including short, regular, long, and 

extra long from size 26 to 60.  The vendor will provide uniform sizes based upon standard 

industry statistical data tables. 
 

Shoulder Straps 

The bib trouser is to be adjustable at the shoulders by means of a one-piece molded, 

indestructible polymer slider, permanently fixed to the double-ply shoulder straps.  Straps are 

turned and finished with a lockstitch on each edge.  Width of shoulder strap is to measure no 

less than 1 1/2" and be a minimum of 14" in length for maximum adjustability.  Shoulder 

straps are to provide functionality and durability throughout the duration of the specified 

warranty.  Please provide details of the shoulder straps and sliders in your proposal. 

 

Interfacing 

The upper portion of the jumpsuit will have a generous interfacing front and back with all 

exposed fabric edges tightly serged to prevent raveling and to provide functionality and 

durability throughout the duration of the specified warranty. 

 

Front Closure 

The inside of the right fly will be lined with a durable polyester cotton pocketing material.  It 

shall extend beyond the four-way crotch assembly and be bound with a preshrunk, bias cut, 

tape for appearance and durability.  The left fly will be reinforced with an interlining material 



cut on the bias to provide permanent shape retention and durability.  There will be vertical 

and horizontal bar tacks at the base of the fly for additional reinforcement.   

 

The front closure fly zipper quality, installation, and construction is to provide functionality 

and durability throughout the duration of the specified warranty.  Please specify front closure 

details in your proposal. 

 

Crotch 

There shall be a "four-way" crotch reinforcement consisting of 50/50% polyester-cotton 

pocketing cut on the bias for strength.  There shall be four, two-ply sections, one on each side 

of the fly, seat seam and inseams.  Crotch area shall be clean finished with no extra fabric 

extending from tops of inseams.  Trousers only having a two-way reinforcement or no 

reinforcement at all, will not be acceptable.  Crotch material, quality, and construction must 

provide functionality and durability throughout the duration of the specified warranty. 

 

Legs 

Legs are cut straight down from the knee, resulting in a circumference of 19" at the bottom 

edge, finished at the bottom with a 3" turn under to allow for alteration.  The hem will be 

taped all around with a pre-shrunk bias polycotton finishing tape, and then blind stitched for 

appearance and ease of alterations.  Taping all around provides a clean finished edge for full-

length use, as well as protecting the fabric edge completely. 

 

Striping is centered over the outseam and not sewn into the seam.  It shall run the full length 

of the leg, including the turn-up allowance at the bottom edge.  It is to be finished "flat" at 

the cuff turn under edge, not folded under the edge.   

 

The outseam of each trouser leg will be a triple safety serged seam, or "blue jean" stitch.  The 

inseam of each leg will be a flat pressed or "busted" seam whereby both ends of the fabric are 

lockstitched together and pressed back flat to facilitate alteration of the trouser within the seat 

and upper thigh area. 

 

Trouser legs should be constructed to provide functionality and durability throughout the 

duration of the specified warranty. 

 

Seams 

All edged of seams and outlets are to be serged in a professional, high quality manner to 

prevent raveling.  Seams should be cut and stitched to provide functionality and durability 

throughout the duration of the specified warranty. 

 

Thread 

All threads are to be heat resistant, vat dyed, sun-fast, dry-cleanable, and moisture proof.  All 

threads should meet strength requirements of the type of seam and provide functionality 

throughout the duration of the specified warranty.  Please provide thread details in your 

proposal. 



3. Band Shakos  

 

Style Specifications - Band Shakos with Ornaments 

Quantity:     255 

Band Type:    Band 

Style:  Scoop Top, West Point Shako 

Fabric:  Top and both Bands of White Leatherette; Sides of 

65375 Maroon Dacron/Wool 

Visor:     White 

Ornament:    Gilt American Star 

Chinstrap:     White with gilt buckle 

Trim:  V480 gold cordedge on the inside edge of top and 

bottom band Gilt Lyre side buttons with prongs. #200 

gilt front chain with spacers. 

Storage Container: Each shako is to be individually boxed in a molded 

plastic carton made of high-density polyethylene for 

maximum durability. Containers must have a comfort 

grip handle, stackable design, feet for standing box 

upright, snap closure, and oversized volume for packing 

shako and plume. 

 

Construction Specifications - Band Shakos 

Shako Assembly 

Shakos are to consist of high quality materials that won’t crack, discolor, or lose strength 

and be constructed in a manner that will produce long lasting comfort, functionality, and 

durability throughout the duration of the specified warranty.   

 

Please specify shako construction material and details in your proposal. 

 

4. Band Plumes  

 

Style Specifications - Band Plumes 

Quantity:     255 

Band Type:    Band 

Style:     French Fountain 

Description:    8" White French Fountain.  

 

 

Construction Specifications - Band Plumes 

Band Plumes to provide functionality and durability for the duration of the warranty.  

 

 

 

 

 

 



5. Color Guard Pants 

 

Style Specifications – Color Guard Pants 

Quantity:     20 

Band Type:    Color Guard 

Style:     Color Guard Pants 

Fabric:    Durable stretch lycra 

Shade:    Black 

Description:  Color Guard Pants - Style Plus Jazz Pants, elastic 

waistband, non-pleated front. 

 

Construction Specifications – Color Guard Pants 

Color Guard Pants material and construction to provide functionality and durability for the 

duration of the specified warranty.  Please specify material and construction details in your 

proposal.  

 

6. Color Guard Tops 

 

Style Specifications – Color Guard Tops 
Quantity:    20 

Band Type:   Color Guard 

Style:    Color Guard Tops Style Plus “Aurora” bodysuit 

Fabric:    Stretch Lycra 

Shade:    Black 

Description:    Color Guard Tops, straight shoulder, tapered sleeves 

 

Construction Specifications – Color Guard Tops 

Color Guard Tops material and construction to provide functionality and durability for the 

duration of the specified warranty.  Please specify material and construction details in your 

proposal. 

 

7. Color Guard Tunics 

 

Style Specifications – Color Guard Tunics 
Quantity:     20 

Band Type:   Color Guard 

Style:    Color Guard Tunics Style Plus Digital Print 

Fabric:    Lycra 

Shade:    Wine with Black Lycra back and side panels,  

Description:  Style Plus Digital Print, Black Lycra back and side panels. 

Color choice is Wine 

 

Construction Specifications – Color Guard Tunics 

Color Guard Tunics material and construction to provide functionality and durability for the 

duration of the specified warranty.  Please specify material and construction details in your 

proposal. 



8. Concert Tuxedo Coats and Trousers 

 

Style Specifications – Tuxedo Coats 
Quantity:    20 

Band Type:   Concert 

Style:     Tuxedo Coats 

Fabric:    100% tropical worsted wool 

Shade:    Black 

Description: Tuxedo Coats, notch lapel, single breasted, closed vent, 

satin lapel, double satin besom pockets, satin covered 

buttons, one-button barrel sleeve 

 

Construction Specifications – Tuxedo Coats 

Tuxedo Coats material and construction to provide functionality and durability for the 

duration of the specified warranty.  Please specify material and construction details in your 

proposal. 

 

9. Concert Tuxedo Trousers 

 

Style Specifications – Tuxedo Trousers 
Quantity:     20 

Band Type:   Concert 

Style:     Tuxedo Trousers 

Fabric:    100% tropical worsted wool 

Shade:    Black 

Description:  Tuxedo Trousers - of Black, 100% tropical worsted wool, 

double pleated front, three size adjustable waistband, satin 

stripe, unhemmed.   

 

Construction Specifications – Tuxedo Trousers 

Tuxedo Trousers material and construction to provide functionality and durability for the 

duration of the specified warranty.  Please specify material and construction details in your 

proposal. 



10. Complete Drum Major Uniforms 

 

Style Specifications – Complete Drum Major Uniforms 
Quantity:     5 

Band Type:    Drum Major 

Style:     Drum Major Uniforms 

Description:  Complete Drum Major Uniforms consisting of Coat, Bib 

Trouser, 14" Busby Hat - design to be similar to band but 

reverse colors.  

 

Construction Specifications – Drum Major Uniforms 

Drum Major Uniform’s material and construction to provide functionality and durability for 

the duration of the specified warranty.  Please specify material and construction details in 

your proposal. 

 

11. Parade Banner 

 

Style Specifications – Parade Banner 

Quantity:     1 

Band Type:    Miscellaneous 

Style:     Parade Banner 

Fabric:    4 oz polyester back with poly lining for opacity 

Description:  Parade Banner, 96" x 30", dye sublimated, 3" pole hem at 

the top and a back pole hem for banner frames.   
 

Construction Specifications – Parade Banner 

Parade Banner material and construction to provide functionality and durability for the 

duration of the specified warranty.  Please specify material and construction details in your 

proposal. 

 

12. Garment Bags 

 

Style Specifications – Garment Bags 

Quantity:     255 

Band Type:    Miscellaneous 

Style:     Garment Bags 

Fabric:    210 denier nylon 

Shade:    Black 

Description: 27” x 46” size, dual handles for portability, vent grommet  

to let the garments breathe, ID window, 2 zippered 

accessory pockets.  One color screen print 

 

Construction Specifications – Garment Bags 

Garment Bags’ material and construction to provide functionality and durability for the 

duration of the specified warranty.  Please specify material and construction details in your 

proposal. 



 

 

13. Uniform Inventory Management System 

 

System Specifications – Uniform Inventory Management System 

The vendor must supply a database or software for electronic inventory management and 

uniform tracking.  The program must be pre-populated with all uniform components ordered 

and must have the capability to manage student assignments and inventory on hand. 

 

Training on the use of the system, technical support, and program updates should be included 

in the proposal with no ongoing annual cost. 

 

 

 



 

Dexter Community Schools 

Vendor Deviation Form 
 

Vendor Name:   ________________________________________________ 

Vendor Address:   ________________________________________________ 

Vendor Phone:    ________________________________________________ 

Contact Name:    _______________________________________________ 

Contact Address:   ________________________________________________ 

Contact Phone:   ________________________________________________ 

Contact Email:   ________________________________________________ 

 

 

 Vendor certifies there are no deviations. 

 

The vendor assures the buyer of full compliance with the specifications and conditions relating to 

the construction and manufacturing of the band uniforms, as detailed in this Request for 

Proposal. 

 

Vendor proposal deviates from District specifications 

 

The vendor proposal deviates from the specifications by utilizing materials, items, treatments, 

finishes, inner construction, tailoring details, etc., contrary to those listed as standards in the 

specifications.  Please fully document and list each deviation in complete detail including 

reasons for the deviation.  General statements are not acceptable.  (Attach additional pages as 

needed) 

 

 

 

 

 

 

 

 

 

 

 

 

 

Signed:       _________________________________________ Date: _____________________ 

 

Print Name:_____________________________________ 



Dexter Community Schools 

Vendor Proposal Summary 

The vendor certifies he/she has familiarized him/herself with the specifications in the Request for 

Proposal, has carefully read them and understands them.  Any uniforms furnished by us will be 

in the style and quality requested except as identified on the Vendor Deviation Form. 

Vendor Name:   ________________________________________________ 

Vendor Address:   ________________________________________________ 

Vendor Phone:    ________________________________________________ 

Contact Name:    _______________________________________________ 

Contact Address:   ________________________________________________ 

Contact Phone:   ________________________________________________ 

Contact Email:   ________________________________________________ 

Signed:________________________________________________ Date:__________________ 

Print Name:____________________________________________ 

 Quantity Item Unit Price Total Price 

250  Coats - Band    

250  Bib Trousers - Band    

255  Shakos w/Ornaments - Band    

255  Plumes - Band    

20  Color Guard Pants    

20  Color Guard Tops    

20  Color Guard Tunics    

20  Tux Coats – Concert   

20  Tux Trousers - Concert    

5  Complete Drum Major Uniforms    

1  Parade Banner    

255  Garment Bags    

255  Hangers    

1  Dozen - 36/Gilt Lyre Buttons    

1  Dozen - 24/Gilt Lyre Buttons    

1  Uniform Inventory Management System   

  Total Bid  


